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Job Name: 
Type:
Part #: 
Notes: 

ILLUMINATION 

ELECTRICAL 

DIMENSIONS 

07.2019

LAMP COMPATIBILITY

HOUSING

MOUNTING 

WARRANTY/LISTING

LAMP COMPATIBILITY CHART

EBALT5-1300TD
LOW PROFILE T5 FLUORESCENT EMERGENCY BALLAST
1300 LUMENS

LED Test 
switch included.

STANDARD

.

 of

T5 14 750 800
T5 21 850 950
T5 28 1100 n/a
T5 5 1250 n/a
T5HO 24 800 n/a
T5HO 9 1200 n/a
T5HO 54 13 00 n/a
T8 17 950 1050
T8 25 1000 1100
T8 28 1050 1100
T8 2 1150 n/a
T8 40 1200 n/a
T12 20 850 n/a
T12 0 975 n/a
T12 4 1050 n/a
T12 40 1200 n/a

CFL 2G11 6 1025 n/a
CFL 2G11 40 1050 n/a
CFL 2G11 50 1100 n/a
CFL 2G11 55 1150 n/a
CFL GR 10q-4 28 775 850
CFL GR 10q-4 8 900 n/a
Circular T9 20 600 675
Circular T9 2 750 n/a
Circular T9 40 850 n/a
Circular T5 22 975 n/a
Circular T5 40 1050 n/a
Circular T5 55 1200 n/a
U-bend T8 29 725 n/a
U-bend T8 2 775 n/a
U-bend T12 4 675 n/a
U-bend T12 40 700 n/a

* When battery packs are remote
mounted, the remote distance cannot
exceed 1/2 of the distance from ballast to
lamp specified by the A.C. ballast
manufacturer. The maximum allowable
remote mounting distance is 50 feet.
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